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JP 5
NO SMOKING
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30 (4 PL)
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31 (4 PL)
DET 59E-D

26 (6 PL) LOC IN CENTER
OF PT 27
DET 59D-D
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47 (12 PL)
48 (12 PL)
49 (12 PL)

59C A

SEE SPECIAL NOTE 3

30 (4 PL)

31 (4 PL)

26 (6 PL)

15 (2 PL)

1.STWG DESIGNED FOR 1 P-100 PORTABLE ENGINE DRIVEN
  PUMP AND ITS ASSOCIATED 3-WAY VALVE.

2,PROVIDE ENOUGH LENGTH IN TIEDOWNS TO ALLOW REMOVING
  EQUIPMENT BY LOOSNING THEM,BUT WITHOUT DISCONNECTING
  THEM. SEW ENDS OF WEBBING, PN 43, SUCH THAT THE FULL
  STRENGTH OF THE WEBBING WILL BE DEVELOPED.

3.THE FUMETIGHT COVER FOR THE P-100 MOD-II PUMP SHALL
  BE MARKED WITH A 6" WIDE PURPLE (COLOR NO. 171421)
  BAND WITH THE WORDS:
                  JP 5
               NO SMOKING
  STENCILLED ON THE PURPLE BAND WITH 2" HIGH LETTERS
  (COLOR NO. 17875).

SPECIAL NOTES:
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59C
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1/8

2

TYP

27 (6 PL)
DET 59D-C

SEE SH 12,13 & 14 FOR PARTS LIST.

4.ALL SLOTS SHALL HAVE 1/8" RADIUS ON TOP EDGE TO
  PREVENT CHAFING OF STRAPS.

(REF)
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28.3750in

5.COVER SHALL BE SEAL WELDED TO MAKE IT FUMETIGHT.
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